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Notes:

1. Backplates are fabricated from black ABS UV stabilized plastic sheet
with hair cell finish on front side, smooth finish on back side, and 3"
corner radii. Each are designed to precisely fit  manufacturers signal
head and supplied with necessary hardware.

2. Vacuumed formed backplates have 5/8" flange on all sides providing
greater rigidity and structural integrity.

3. Flat polycarbonate backplates are available upon request. Contact
Pelco for backplate options not shown.

4. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

BACKPLATE:
1 Vacuum Formed ABS Plastic, .125" ............................ BK-1000 series

1

BK-1010
5-Section 12"

Eagle SA  Signal

Signal No. of Vacuum Formed Flat Mounting
Size Sections .125" ABS .156" ABS Application

5 BK-1007 BK-2011

5 BK-1010 BK-2023

5 BK-1021 BK-2024

5 BK-1015 -

12"
12"12"
12"12"

Astro-Brac
16" CTC

Span Wire
16½" CTC

Span Wire Casting
17" CTC

Plumbizer Mount
17" CTC

5-Section Cluster Backplates

12"
12"12"
12"12"

12"
12"12"
12"12"

12"
12"12"
12"12"

BACKPLATES
Vacuum Formed & Flat ABS

7/1/03

SIGNAL MANUFACTURER:
Eagle Sig/Automatic (poly) ..... A
Eagle SA (poly) ....................... E
Eagle/Mark IV (alum) .............. F

OPTIONS


